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DES Sprinklers > Foggers

> Rondo Fogger DESCRIPTION:
Application

• Glasshouses, nursery
Specifics

• Double bridge frame for static fogger
• Medium drop dimension: 150 micron
• Upside down positioning

• Code colour for flow-rate identification
• Filtration: 120 mesh

Features
• Conical female coupling
• 3/8” thread (standard)

• Can be combined to anti-drop valves

Materials
• Polypropylene

H 70 cm features UD - 35 mH2O
Flow-rate l/h Color Nozzle Ø Pmax mH2O Wet Ø mt Cod Flow-rate l/h Box

47 Black 0,85 40 2 ONB001 47 2000/500
61 Blue 1,00 40 2 ONB002 61 2000/500

Nebulizer Rondo - Maximum number of sprinklers (FV 7,5%)

Color nozzle Ø mm
Flow rate l/h 

at 3 atm Ø pipe mm
Distance between dispensers (m)

0,5 0,7 0,9 1,0 1,2 1,4
Black 0,8 47 16/4 mt 16 20 23 25 27 30
Black 0,8 47 16/4 nr 33 29 26 25 23 22
Black 0,8 47 20/4 mt 25 31 36 39 44 50
Black 0,8 47 20/4 nr 51 45 41 39 37 36
Blue 1,0 61 16/4 mt 13 16 18 21 22 25
Blue 1,0 61 16/4 nr 27 24 21 21 19 18
Blue 1,0 61 20/4 mt 21 25 30 32 36 39
Blue 1,0 61 20/4 nr 42 37 34 32 30 28

Positioning and uniformity CU %

Mt between the dispensers Mt between the rows
Nebulizer

47 l/h 61 l/h
0,5 0,5
0,7 0,7
0,8 0,8
0,9 0,9
1 1

1,2 1,2
1,4 1,4

Height 100 cm - inverted positioning - pressure 30 mH2O

Legend > 95% ≤ 95% ÷ > 90% ≤ 90% ÷ > 85% ≤ 85%


