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Application
•	 Open field crops by loose or draining grounds
•	 Horticolture glasshouses plants

•	 Sub-irrigation systems on extensive 

Specifics
•	 Working pressure: 10 mH2O
•	 4 differents flow-rates
•	 3 differents diameters to offer solutions for every 

request

•	 High turbulence labyrinth and wide passages
•	 Continuous dripper inserted during extrusion
•	 Recommended filtration: 120 micron  

(140 micron for 0,6 and 1,0 l/h)
Features

•	 High resistance to cloggings
•	 Double coloured strip to identify drippers side
•	 High resistance to traction

•	 From 10 to 36 cm drippers spacing
•	 High-quality materials

Materials
•	 Linear Pe and PeBd pipes •	 Polyethylene dripper

FLOW-TAPE Ø 16 DRIPLINE
mil thickness Coils mt

6 3.050
8 2.200

10 1.830

FLOW-TAPE Ø 22 DRIPLINE

mil thickness Coils mt
7 2.000
8 1.830

10 1.340

FLOW-TAPE Ø 25 DRIPLINE 
(ON DEMAND)

mil thickness Coils mt
8 1.350

10 1.150
12 900

HOW TO CONSTRUCT A CODE
Code Ø mil Spacing Flow-rate
TSAT 5 = Ø 16 6 = 6mil 1 = 0,10 06 = 0,6

7 = Ø 22 8 = 8mil 2 = 0,20 10 = 1,0
8 = Ø 25 10 = 10mil 3 = 0,30 15 = 1,5

12 = 12mil 4 = 0,40 18 = 1,8

COILS NUMBER PER SHIPMENT

Coils x 
pallet

20 ft container 40 ft HC container Truck

Pallet
Coils on 
pallet

No pallet 
coils Pallet

Coils on 
pallet

No pallet 
coils Pallet• Coils

20 20 400 450 40 800 910 40 800
•Minimum 44 pallet
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Drip Irrigation

Dripline > Light

Dripline 
Ø mm

Flow-rate 
dripper lt/h

Flow-rate 
variation

Spacing among drippers (cm)
10 20 30 40

16 0,6 10% 97 151 202 242
16 0,6 15% 112 175 228 276
16 1,0 10% 71 111 144 172
16 1,0 15% 81 126 164 198
16 1,8 10% 48 74 97 115
16 1,8 15% 55 86 113 132

22 0,6 10% 165 256 342 413
22 0,6 15% 192 298 391 471
22 1,0 10% 121 191 241 294
22 1,0 15% 138 214 282 337
22 1,8 10% 81 127 168 201
22 1,8 15% 93 148 192 228

25 0,6 10% 205 312 424 503
25 0,6 15% 237 370 486 586
25 1,0 10% 145 231 304 362
25 1,0 15% 172 265 345 415
25 1,5 10% 110 175 226 273
25 1,5 15% 128 203 261 316
25 1,8 10% 99 158 211 254
25 1,8 15% 116 184 243 287

Dripline 
Ø mm

Flow-rate 
dripper lt/h

Uniformity 
coefficient

Spacing among drippers (cm)
10 20 30 40

16 0,6 EU 90% 135 210 280 329
16 0,6 EU 85% 176 272 349 420
16 1,0 EU 90% 99 158 194 247
16 1,0 EU 85% 125 196 251 299
16 1,8 EU 90% 67 104 138 158
16 1,8 EU 85% 87 132 172 207

22 0,6 EU 90% 229 355 470 562
22 0,6 EU 85% - 460 597 719
22 1,0 EU 90% 168 259 335 421
22 1,0 EU 85% 215 331 425 518
22 1,8 EU 90% 111 177 233 274
22 1,8 EU 85% 142 231 298 359

25 0,6 EU 90% - 453 580 728
25 0,6 EU 85% - - 737 895
25 1,0 EU 90% 199 322 417 498
25 1,0 EU 85% - 408 534 650
25 1,5 EU 90% 162 254 315 378
25 1,5 EU 85% 197 312 405 497
25 1,8 EU 90% 139 219 287 353
25 1,8 EU 85% 181 285 367 458

MAXIMUM LENGHTS IN MT RECOMMENDED FOR 0,7 BAR FLOW TAPE ON FLAT GROUND

PRESSURE/FLOW RATE RATIO

Flow-rate 
l/h

mH2O
5 8 10 12

0,6 0,42 0,54 0,60 0,66
1,0 0,77 0,97 1,08 1,18
1,5 1,03 1,29 1,44 1,57
1,8 1,31 1,65 1,84 2,01

PRESSURE FLOW REPORT

	 5	 6	 7	 8	 9 	 10	 11	 12

l/h

0,6

1,2

0,8

1,0

1,4

1,6
1,5 l/h

1,0 l/h

0,4

1,8

0,6 l/h

1,8 l/h
2,0

2,2

2,4

mH2O


