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PVC Fittings > Elastometric Joint

Female/male reduction Short sliding coupling Long sliding coupling

Ø
Code PN Ø Code PN Ø Code PNF. M.

110 75 RRD360 10 75 RBG201 10 75 RBG221 10
125 75 RRD361 10 90 RBG202 10 90 RBG222 10
125 90 RRD362 10 110 RBG203 10 110 RBG223 10
140 75 RRD363 10 125 RBG204 10 125 RBG224 10
140 90 RRD364 10 140 RBG205 10 140 RBG225 10
140 110 RRD365 10 160 RBG206 10 160 RBG226 10
160 90 RRD366 10
160 110 RRD367 10
160 125 RRD368 10
180 90 RRD369 10
180 110 RRD370 10
180 125 RRD371 10
180 140 RRD372 10
200 90 RRD373 10
200 110 RRD374 10
200 125 RRD376 10
200 160 RRD377 10

DESCRIPTION:
Application

•	 Drinkable water - fluids in pressure
Specifics

•	 Maximum workin pressure: 10 bar
•	 MRS (minimum resistance to breaking load 50 years at 

20°C): 25 Mpa (250 bar)

•	 Execution: head/head welding - thermoforming - 
moulding

•	 Colour: RAL7011 grey
Features

•	 Joint with elastometric seal •	 Complying with: UNI EN 1452-UNI EN 681-1 rules
Materials

•	 Rigid stabilized PVC pipe for pressure ducts with Ca-Zn 
salts

•	 Elastomeric rubber seal

90° male/female bend 45° male/female bend 22°30’ male/female bend Rubber seals

Ø Code PN Ø Code PN Ø Code PN Ø Code
75 RGO251 10 75 RGO260 10 75 RGO266 10 60 mm AGR001
90 RGO252 10 90 RGO261 10 90 RGO267 10 80 mm AGR002

110 RGO253 10 110 RGO262 10 110 RGO268 10 100 mm AGR003
125 RGO254 10 125 RGO263 10 125 RGO270 10 120 mm AGR004
140 RGO255 10 140 RGO264 10 140 RGO271 10
160 RGO256 10 160 RGO265 10 160 RGO269 10

90° Tee F/F/F Solvent cement deriv. 90° Tee F/F

Ø Code PN Ø Code PN
75 RTE508 10 75 RTE514 10
90 RTE509 10 90 RTE516 10

110 RTE510 10 110 RTE517 10
125 RTE511 10 125 RTE515 10
140 RTE512 10 140 RTE518 10
160 RTE513 10 160 RTE519 10


