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Various Fittings > SPS Saddles
DESCRIPTION

Specifics
• Maximum pressure: 10 bar

Features
• 2 bolts: up to Ø 50
• 4 bolts: more than Ø 50
• Screw securing system

• Seal securing system
• Standards of reference: ISO 13460-AS/NZS4129
• Threadings: UNI EN 10226-1 (ISO 7/1)

Materials
• Body: hi-grade polypropylene black copolymer (PP-B)
• Seals: NBR 70 SH nitril rubber

• Bolts and washers: galvanized steel

No stainless steel reinforced
With reinforced, stainless steel, 

anti-rotation hose bolts

Ø Code PN Box Ø Code PN Box
20 x ½” RPS500 10 200 25 x ½” RPS301 16 180
25 x ½” RPS501 10 180 25 x ¾” RPS302 16 180
25 x ¾” RPS502 10 180 32 x ½” RPS303 16 150
32 x ½” RPS503 10 150 32 x ¾” RPS304 16 150
32 x ¾” RPS504 10 150 32 x 1” RPS305 16 120
32 x 1” RPS505 10 150 40 x ½” RPS306 16 100
40 x ½” RPS506 10 100 40 x ¾” RPS307 16 100
40 x ¾” RPS507 10 100 40 x 1” RPS308 16 100
40 x 1” RPS508 10 100 50 x ½” RPS309 16 80
50 x ½” RPS509 10 80 50 x ¾” RPS300 16 80
50 x ¾” RPS510 10 80 50 x 1” RPS310 16 80
50 x 1” RPS511 10 80 63 x ½” RPS311 16 50
63 x ½” RPS513 10 90 63 x ¾” RPS312 16 50
63 x ¾” RPS514 10 90 63 x 1” RPS313 16 50
63 x 1” RPS515 10 90 63 x 1”¼ RPS314 16 50

63 x 1”¼ RPS516 6 90 63 x 1”½ RPS315 16 40
63 x 1”½ RPS517 6 90 75 x ½” RPS316 16 40
75 x ½” RPS518 10 60 75 x ¾” RPS317 16 40
75 x ¾” RPS519 10 60 75 x 1” RPS318 16 40
75 x 1” RPS520 10 60 75 x 1”¼ RPS319 16 40

75 x 1”¼ RPS521 6 60 75 x 1”½ RPS320 16 35
75 x 1”½ RPS522 6 60 75 x 2” RPS321 16 30

75 x 2” RPS523 6 60 90 x ½” RPS322 16 30
90 x ½” RPS524 6 50 90 x ¾” RPS323 16 30
90 x ¾” RPS525 6 50 90 x 1” RPS324 16 30
90 x 1” RPS526 6 50 90 x 1”¼ RPS325 16 30

90 x 1”¼ RPS527 6 50 90 x 1”½ RPS326 16 25
90 x 1”½ RPS528 6 50 90 x 2” RPS327 16 25

90 x 2” RPS529 6 50 110 x ½” RPS328 16 20
110 x ½” RPS530 6 40 110 x 1” RPS330 16 20
110 x ¾” RPS531 6 40 110 x 1”½ RPS332 16 15
110 x 1” RPS532 6 40 160 x 1” RPS341 16 10

110 x 1”¼ RPS533 6 40
110 x 1”½ RPS534 6 40

110 x 2” RPS535 6 40


